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Instructions Firmware-Update testo 330 LL v2006

1. Installation of the Testo instrument driver

First, our instrument driver should be installed on your computer. This driver allow the computer and
the instrument to communicate with each other.

Please, follow the next steps:

1. Open the file USB Driver_2_8
2. Run the file TestoSetup (double-click) and click “next” =

starts automatically

The installation of the driver
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Willkommen beim Setup von testo USB
Driver 2.8.

Setup installiert testo USB Driver 2.8 auf Ihrem Computer.
Klicken Sie auf "Weiter", um fortzufahren, oder auf
"Abbrechen”, um Setup zu beenden.

Zuriick

3. When the installation is completed, click “close” to finish the process.
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2. Update of testo 330 LL v2006 (0632 3304 and 0632 3305)

Please, follow the next steps for the firmware update of testo 330 LL v2006:

1. Unplug the power supply and switch off the testo 330

2. Keep [A] pressed

3. Connect the power supply, keep [ A] pressed = the instrument beeps and the red LEDs of

the condensate trap blink. No information on the display.

4. Release [A].

5. Connect the instrument and the computer with the help of the connection cable 0449 0047

6. Open the file “FW-Update testo 330 v2006“ and start the document ,,USBFlashUpdate” >

»Testo USB Flash Update” starts

7. Click “Browse” on the following window:
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8. Select the document “t330A“ of the file “FW-Update testo 330 v2006“ and click “open”:

& Offnen

@ '\_:J' v| J <« Firmware-Update testo 380_testo 3... » FW-Update testo 330 v2006

- | +4 | | FW-Update testo 330

5_‘1 Systern (C:)

G VIS (WTESTONET
G® TestoWeit (\\Tes|
5 1000len-kel (Ve =

9‘ MNetzwerk

Organisieren + Neuer Ordner B==
3 Dokumente o Mame : Anderungsdatum Typ
& Musik : ; o
o 13304 13.09.2013 08:36 VLC media file (.bi...
B videos o
18 Computer Important:

Please use version t330A.bin for this countries:
DE, UK, FR, ES, NL, RU, JP, IT, AT, US, SE, CN, BE, DN, CH

Please use version t330B.bin for this countries:
RO, FI, PL, SI, CZ, HU, TR, HR, BG, PT, KR, IN, GR, MX

-

52
v2006 du... 2 |
0 @

Griole
1,865 KB

I

| »

Dateiname: +330A

+ [Binary Files, (*.B1N)

)

| Offnen |v]

[ Abbrechen ]




We measure it.

9. Select the testo 330 in the field ,,USB Device” and select the value 921600 on the field
“Baudrate”
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10. Click ,,Start” to start the update

11. When the update is succesfully complete, the following message appears:
x

@ Download Successkul,

12. Please confirm this message by clicking OK and “close” the program “Testo USB Flash
Update”.



